Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 912114 95114 | Difference | 911313 | £ | gganp | POTCEMt | gipqg | gu3ng | ROrCeM
ange Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 1,525 1,588 -63 2,301 -33.7 2,280 -33.1 1,580 2,254 -29.9
East Coast (PADD 1) .. 59 46 13 59 0.2 129 -54.0 66 72 -8.3
Midwest (PADD 2) .... 419 441 -22 728 -42.5 768 -45.5 416 758 -45.1
Gulf Coast (PADD 3) ... 724 676 48 960 -24.6 877 -17.5 729 905 -19.4
Rocky Mountain (PADD 4) .... 185 213 -28 240 -22.9 236 -21.8 201 256 -21.6
West Coast (PADD 5) ... 139 212 -73 314 -55.8 271 -48.6 168 263 -36.1
Reformulated ................. 31 40 -10 48 -35.4 115 -73.2 40 60 -34.6
Blended with Ethanol 31 40 -10 48 -35.4 83 -63.0 40 60 -34.6
Other 0 0 0 0 - 32 -100.0 0 0 -
Conventional 1,495 1,548 -53 2,253 -33.7 2,165 -31.0 1,540 2,194 -29.8
Blended with Ethanol 355 358 -3 385 -7.7 350 1.4 368 399 -1.7
Ed55 and Lower ..... 355 358 -3 384 -7.8 350 14 368 399 -7.8
Greater than Ed55 . 0 0 0 0 20.4 0 50.9 0 0 33.9
Other .... 1,140 1,190 -50 1,869 -39.0 1,815 -37.2 1,172 1,794 -34.7
Distillate Fuel Oil .. 4,867 5,063 -196 5,024 -3.1 4,542 7.2 4,970 4,974 -0.1
15 ppm sulfur and Under . 4,521 4,727 -206 4,579 -1.3 4,168 8.5 4,631 4,573 1.3
> 15 ppm to 500 ppm sulfur . 84 102 -18 104 -19.9 79 55 101 141 -28.2
> 500 ppm sulfur .. 262 234 28 341 -23.1 295 -11.2 238 260 -8.6
Kerosene .................. 35 18 17 14 143.4 -6 -662.9 21 27 -20.5
Kerosene-Type Jet Fuel . 1,709 1,728 -19 1,570 8.9 1,491 14.7 1,700 1,617 5.1
Residual Fuel Oil 434 471 -37 446 -2.6 459 -5.4 433 415 4.2
Blender Net Production

Finished Motor Gasoline' ... 7,715 7,909 -195 6,730 14.6 6,461 19.4 7,930 6,843 15.9
East Coast (PADD 1) 2,869 2,982 -113 2,771 3.5 2,732 5.0 2,954 2,865 3.1
Midwest (PADD 2) 2,125 2,073 52 1,479 43.7 1,349 57.5 2,150 1,463 46.9
Gulf Coast (PADD 3) ... 1,180 1,282 -102 1,091 8.1 1,037 13.7 1,249 1,112 12.4
Rocky Mountain (PADD 4) . 142 141 1 70 102.1 61 132.9 143 71 101.4
West Coast (PADD 5) 1,399 1,431 -32 1,318 6.2 1,281 9.2 1,434 1,333 7.6
Reformulated 3,031 3,021 9 2,977 1.8 2,886 5.0 3,059 2,974 29
Blended with Ethanol 3,031 3,021 9 2,977 1.8 2,886 5.0 3,059 2,974 29
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 4,684 4,888 -204 3,753 24.8 3,575 31.0 4,870 3,869 25.9
Blended with Ethanol 5,081 5,133 -52 5,019 1.2 4,785 6.2 5,222 5,069 3.0
Ed55 and Lower ..... 5,080 5,131 -51 5,017 1.2 4,783 6.2 5,220 5,066 3.0
Greater than Ed55 . 1 2 -1 2 -29.5 2 -17.4 2 2 -21.0
Other .............. -397 -245 -152 -1,266 -68.6 -1,210 -67.2 -351 -1,200 -70.7
Distillate Fuel Oil ..... 43 38 5 39 10.4 22 92,5 40 39 2.6
15 ppm sulfur and Under . 41 27 15 18 124.7 27 52.6 38 31 215
> 15 ppm to 500 ppm sulfur . 10 12 -1 14 -22.4 9 18.0 8 8 0.9
> 500 ppm sulfur .. -9 -1 -8 7 -224.2 -14 -35.4 -6 0 2,076.0
Kerosene ... 0 0 0 0 0.3 0 167.0 0 2 -91.1
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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